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SPOONS, WHIPS, & TOOLS

Sparta® Chef Series™ French Whips
• Sanitary fully-sealed construction eliminates 

bacteria harboring food traps
• Rust-free 18-8 stainless construction 

with heavy gauge spring wire loops
• Perfectly weighted and balanced for heavy 

mixing, stirring, and beating batters, 
sauces, and other thicker mixtures

40683

40682

40681

Prod No Description Color Pack Cs Wt/Cube

High Heat Serving Spoons & Turner
4415 ∆ 11" Solid High Heat Serving Spoon 03 12 ea 1.50/0.14

4416 ∆ 11" Perforated High Heat Serving Spoon 03 12 ea 1.50/0.14

4425 ∆ 13" Solid High Heat Serving Spoon 03 12 ea 1.73/0.16

4426 ∆ 13" Perforated High Heat Serving Spoon 03 12 ea 1.70/0.16

4900 ∆ 13" Slotted Turner 03 12 ea 2.75/0.17

Stainless Steel Serving Spoons
607813 13" Solid Spoon –– 12 ea 3.00/0.10

607815 15" Solid Spoon –– 12 ea 3.00/0.13

607813P 13" Perforated Spoon –– 12 ea 3.00/0.10

607815P 15" Perforated Spoon –– 12 ea 3.00/0.13

607813S 13" Slotted Spoon –– 12 ea 3.00/0.10

607815S 15" Slotted Spoon –– 12 ea 3.00/0.13

Sparta Chef Series French Whips
40683 18" Chef Series Heavy-Weight French Whip –– 2 ea 1.50/0.28

40681 36" Chef Series Heavy-Weight French Whip –– 2 ea 4.20/0.46

40682 48" Chef Series Heavy-Weight French Whip –– 2 ea 5.14/0.60

High Heat Serving Spoons & Turner
• High heat material withstands temperatures from 

-40° to 375°F without melting or transferring heat
• Helps prevent scratching on coated surfaces
• Notched handle with hole for hanging
• NSF Listed; dishwasher safe

High Heat Serving Spoons
• Notched handle allows spoon to 

rest on edge of food pan
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4900

Stainless Steel Serving Spoons
• Heavy-duty 18 gauge serving spoons are made 

of 18-8 stainless steel for long-lasting service
• Reinforced handle for extra strength 

with convenient hole for hanging
• Dishwasher safe
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NSF Listed products are designated with a ∆

 Black(03)




